ENERGIA:
Principio: Energia balistica

Fonte de energia: Ar comprimido
Pressao de ar comprimido necessaria:
2-4Bar

OPERACAO:

Modos de operagao: Pulso simples
continuo

Selegao de taxa de pulso: Baixa ou alta
Selegao de pressao de ar comprimido:
Ajuste continuo

Pedal: Pneumatico a prova d'agua

ou

ALIMENTAGAD:
Fonte de tensao: 110 ou 220 V /60 Hz
(configurado manualmente)

Poténcia: 5VA

Isolamentao elétrico: Transformador de
isolamento Classe

ENERG
Principle: Ballistic energy

Energy source: Compressed air
Compressed air pressure requirement:
2-4Bar

OPERATION:
Operating modes: Single or continuous
pulse

Pulse rate selection: Low or high
Compressed air pressure selection:
Continuous adjustment

Aterramento: Inferior a 4 ohm

DIMENSOES:
Largura: 307 mm
Comprimento: 265 mm
Altura: 117 mm

Peso:3,3kg
SONDAS:
METRO COMPRIMENTO
0.8 mm ) 4 mm_(24.6")

1.0mm (3.0Fr) | 624 mm (24,6")
1.2mm (3,6 Fr) | 624 mm (24.6")
1.5 mm 624 mm (24.6")
2.0 mm| 414 mm (163"

Usada para procedimentos percuté
neos /Todos os comprimentos de sondas
podem ser adaptados sob demanda

A

DIMENSIONS:
Width: 307 mm (12.1")
Length:265 mm (10.4")
Height:117 mm (4.6")

Weight:3.3 kg (7.28 Ib)

PROBES:
METER LENGTH

0.8 mm (2.4 Fr) | 624 mm (24.6")

1.0mm (B.0Fn | 624 mm (24.6")

1.2 mm (3.6 Fr) | 624 mm (24,67

/aterproof al

MAIN SUPPLY:
Power requirement: 110/220 V / 60Hz
(adjusted manually)

Total power: 5 VA

Electrical isolation: Class B isolation
transformer
Grounding: Less than 4 ohm
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1.5 mm (4,5 Fr) | 624 mm (24.6")
2,0 mm* (6,0 Fr) | 414 mm (16,37

Used for percutaneous procedures / All
probe lengths can be adjusted upon
request

COMPATIBLE ENDOSCOPES: Any for
urology

ENVIRONMENTAL CONDITIONS FOR

ENDOSCOPIOS COMPATIVEIS: Todos
0s tipos para urologia

CONDICOES AMBIENTAIS IDEAIS DE
OPERACAO:
Temperatura de operagao:
5°C - +35°C (41°F - 95°F)
ade relativa: 102 90%
Pressao atmosférica: 525 a 800 mmHg

PADROES DE SEGURANGA: [EC601.1
classe 1, tipo B

Devido & inovagéo

OPERATION:
Operating temperature: +5°C to
35°C (41°F to 95°F)

Relative humidity: 10% to 90%
Atmospheric pressure: 525 to 800
mm/Hg

SAFETY STANDARDS: IEC 601.1, class
1.typeB

Due to continued product innovation
specifications may change without

notice.
.
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EMPRESA CERTIFICADA
EM BOAS PRATICAS

DE FABRICACAD PELA

ANVISA

CALCULITUS
Litotritor Intracorpéreo
Pneumético Balistico /
Pneumatic Ballistic
Intracorporeal Lithotripter

Anvisa 80169850001
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& « COMPONENTES: <> COMPONENTS:
cﬂ Lc U L I i U S ® Unidade principal ® Transdutor Main unit ® Transdicer
®

®
© 8 Sondas Pedal peumético & © 8 probes ® Waterproof pneumatic
® Maleta para trans- prova d'agua ® Case for transport footswitch
porte ® Pressure regulator
© Regulador de
0 CALCULITUS ¢ um licotritor intracorpéreo pneums- <>  CALCULITUS is a pneumatic ballistic intracorporeal pressao
tico balistico capaz de fragmentar, por via endoscopica, lithotripter which effectively fragments, via endoscope,
caloulos ureterais, renais e localizados na bexiga, inde- stones located in the urethra, kidneys and bladder, no
pendentemente de composigao, tipo ou tamanho. matter their composition, type or size.
Desenvolvido com alta tecnologia, 0 CALCULITUS & Designed with state-of-the-art technology, CALCU- OUTRAS CARACTERISTICAS:
LITUS is
® Minimamente invasivo
® Facilde usar ® Minimallyinvasive ® Melhor custo-beneficio em litotripsia
© Eficaz © User-friendly ® Atua em todo o aparelho rindrio
® Sua garantia de procedimentos seguros todos os ® Effective © Nao danifica o tecido ou a ética
dias ® Your guarantee of safe procedures every day ® Nao gera calor
Um equipamento leve (3 kgs), o CALCULITUS vem em Not only is CALCULITUS light (7.28 Ib), but also the © Tempo de operagao reduzido
uma maleta para transporte. only one which comes in a portable purpose-designed ©  Usoemanutengao simples
ot ® Transdutor leve e de facil manuseio
©® Sondas intercambidveis e de longa i
duragao
® Display indicando o nimero de pulsos e |
pressao no transdutor
~—— ® Frequéncia do pulso em dois niveis
: ® Pulsosimples ou continuo
® Compativel com qualquer equipamento |
-_ endoscépico

OTHER CHARACTERISTIC!

best cost-benefit relation in MALETA PARA
TRANSPORTE /

allthe y CASE FOR TRANSPORT

No damage to tissues or

® No generation of heat

) Short procedure time

® User-friendly and easy to maintain
Light and easy-to-handle transduc

) Interchangeable long-duration probes

® Display showing the number of
transducer pulses and pressure level
Pulse frequency on 2 levels

® Simple or continuous pulse types

® Compatible with any endoscopic
equipment

PARTES E PECAS / PARTS AND PIECES:

TRANSDUTOR AUTOCLAVAVEL /
AUTOCLAVABLE TRANSDUCER

SONDAS / PROBES PISTAO / PISTON PEDAL A PROVA D'AGUA / TAMPA PARA SONDA / 0-RINGS
WATERPROOF FOOTSWITCH PROBE TIP
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